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1.5 Tonne Transmission Jack 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
We supply strong durable transmission jacks that will provide years of trouble free service. Designed and manufactured for  
use in a pit or under a 4 post lift. They can be used to remove and install engines, gearboxes etc. 
The jacks are designed and manufactured for long lasting reliability and ease of use. A foot pedal operated hydraulic pump 
allows an easy effortless lift and hands free operation. Precision engineered valves allow a controlled lowering.  
High Quality Castor wheels and side handles allows the units to be easily moved. 
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2.0 SAFETY AND OPERATING INSTRUCTIONS 
 
SAFETY 
 
The use of this jack is limited to the removal, installation, and transportation in the lowest position, of transmissions. 
Always use correct lifting attachments and avoid uneven loading. If the load is unbalanced it may cause the jack to 
overturn. 
Always ensure that the load table is correctly adjusted to fit the transmission to be removed / refitted and that it is 
safely secured by the straps provided.  
Never exceed maximum working load of the jack. 
Always position the jack & lock the wheels before lifting. 
Never work under unsupported vehicle. 
The jack is designed for use on hard level surfaces capable of sustaining the load. Use on unsuitable surfaces may 
result in jack instability and possible loss of load. 
All transportation must take place in the lowest position 
Failure to heed these warnings may result in loss of load, damage to the jack, and / or failure leading to personal 
injury or property damage.  
 
 
OPERATION 
 

To Lift: Ensure that the release handle is turned fully clockwise. Operate the foot pedal until the lifting 
plate has reached the desired height. 
 
When raising or lowering the load the two braked castors should be locked off to prevent movement of 
the jack across the floor.  
 
Securing The Load:  Every effort must be made to ensure centre of mass of load is as near to the centre 
of the support table as possible, this will ease use and maintain stability of unit.  Adjust the four support 
brackets on the table to hold the load in position, the screwed adjusters can be used to tilt the table up to 
10° if required and then use straps provided to secure the load.  
 
To Lower: Turn release handle slowly anticlockwise. The speed of decent is controlled by the amount the 
release is opened.   
 
Moving Load:  Care should be taken when moving transmission jack particularly when loaded.  Load 
should always lowered before moving jack.  Jack should only be used on hard level floor, failure to follow 
this advice could result in the jack becoming unstable and tipping over causing damage or personal injury. 
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3.0 MAINTENANCE & GENERAL INFORMATION 
 
Daily:  
Inspect the transmission jack for damage, wear and tear before use 
Check tilt top load securing straps for cuts of damage. 
 
Quarterly:  
Grease wheel bearings.  
Lubricate foot pump pivot points. 
Grease tilt top threads & bearings. 
 
Annually: 
A competent person should thoroughly inspect the equipment and any faulty or damaged or worn parts should be 
replaced. A competent person should also carry out a load test to the maximum capacity of the unit. 
 
 

 
 
 
 
 
 
 

 
4.0 CHECKING OIL LEVEL 
 
 
The correct oil level is just below the filler plug (on the front of the cylinder) with the transmission jack in its lowest 
position. 
 
Absolute cleanliness is essential at all times to ensure dirt does not enter the hydraulic system! 
 
The recommended oil is Hydraulic Oil Viscosity ISO 10. 
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5.0 PARTS DRAWING 
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Signed:   

To be retained for the period of use of this equipment. 

TEST CERTIFICATE 

CE/UKCA DECLARATION OF 
CONFORMITY 

 

 

 
We declare that this product complies to the following standard/directive; 

• Machinery Directive 2006/42/EC  & The Supply 

of Machinery (Safety) Regulations 2008 

• The following harmonised standard: 

• BS EN 1494:2001 

 

Product Code – WTS1500 

 
 
 
 
 
 
 
 
 
 
 
 

Weber UK Ltd 
Unit 10, First Avenue, Bluebridge Ind. Est., Halstead, Essex, CO9 2EX 

Tel: 01787 476319 Fax: 01787 274926  
Website: www.weberuk.com Email: sales@weberuk.com 

http://www.weberuk.com/
mailto:sales@weberuk.com

